
Test Laboratory: UL CCS SAR Lab B Date: 7/28/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.381 mho/m; εr = 38.456; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

LHS/Touch_ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.552 mW/g 
 

LHS/Touch_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 19.928 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 0.6470 
SAR(1 g) = 0.452 mW/g; SAR(10 g) = 0.295 mW/g 
Maximum value of SAR (measured) = 0.535 mW/g 

  

 
0 dB = 0.540mW/g = -5.35 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/28/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.381 mho/m; εr = 38.456; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

LHS/Tilt_ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.303 mW/g 
 

LHS/Tilt_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.979 V/m; Power Drift = 0.00033 dB 
Peak SAR (extrapolated) = 0.3960 
SAR(1 g) = 0.254 mW/g; SAR(10 g) = 0.154 mW/g 
Maximum value of SAR (measured) = 0.308 mW/g 

  

 
0 dB = 0.310mW/g = -10.17 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1850.2 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1850.2 MHz; σ = 1.345 mho/m; εr = 38.657; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_ch 512/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.790 mW/g 
 

RHS/Touch_ch 512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 24.367 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 1.1350 
SAR(1 g) = 0.759 mW/g; SAR(10 g) = 0.471 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.910 mW/g 

  

 
0 dB = 0.910mW/g = -0.82 dB mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.381 mho/m; εr = 38.456; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.846 mW/g 
 

RHS/Touch_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 24.985 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.2290 
SAR(1 g) = 0.815 mW/g; SAR(10 g) = 0.503 mW/g 
Maximum value of SAR (measured) = 0.979 mW/g 

  

 
0 dB = 0.980mW/g = -0.18 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/28/2012 

GSM1900 (Primary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.41 mho/m; εr = 38.413; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_ch 810/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.976 mW/g 
 

RHS/Touch_ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 26.384 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 1.4100 
SAR(1 g) = 0.895 mW/g; SAR(10 g) = 0.538 mW/g 
Maximum value of SAR (measured) = 1.090 mW/g 

  

 
0 dB = 1.090mW/g = 0.75 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/28/2012 

GSM1900 (Primary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018 
 

RHS/Touch_ch 810/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 0.952 mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.381 mho/m; εr = 38.456; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Tilt_ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.296 mW/g 
 

RHS/Tilt_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.737 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.3780 
SAR(1 g) = 0.247 mW/g; SAR(10 g) = 0.158 mW/g 
Maximum value of SAR (measured) = 0.294 mW/g 

  

 
0 dB = 0.290mW/g = -10.75 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.381 mho/m; εr = 38.456; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

LHS/Touch_Ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.678 mW/g 
 

LHS/Touch_Ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 21.757 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 1.0830 
SAR(1 g) = 0.551 mW/g; SAR(10 g) = 0.287 mW/g 
Maximum value of SAR (measured) = 0.736 mW/g 

  

 
0 dB = 0.740mW/g = -2.62 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.381 mho/m; εr = 38.456; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

LHS/Tilt_Ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.650 mW/g 
 

LHS/Tilt_Ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 21.796 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.1320 
SAR(1 g) = 0.584 mW/g; SAR(10 g) = 0.308 mW/g 
Maximum value of SAR (measured) = 0.765 mW/g 

  

 
0 dB = 0.760mW/g = -2.38 dB mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1850.2 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1850.2 MHz; σ = 1.345 mho/m; εr = 38.657; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_Ch 512/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.968 mW/g 
 

RHS/Touch_Ch 512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 27.062 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 1.4670 
SAR(1 g) = 0.777 mW/g; SAR(10 g) = 0.410 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.013 mW/g 

  

 
0 dB = 1.010mW/g = 0.09 dB mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.381 mho/m; εr = 38.456; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_Ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.168 mW/g 
 

RHS/Touch_Ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 29.243 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 1.7520 
SAR(1 g) = 0.908 mW/g; SAR(10 g) = 0.470 mW/g 
Maximum value of SAR (measured) = 1.191 mW/g 

  

 
0 dB = 1.190mW/g = 1.51 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.41 mho/m; εr = 38.413; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_Ch 810/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.257 mW/g 
 

RHS/Touch_Ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 30.234 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.8610 
SAR(1 g) = 0.956 mW/g; SAR(10 g) = 0.487 mW/g 
Maximum value of SAR (measured) = 1.290 mW/g 

  

 
0 dB = 1.290mW/g = 2.21 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018 
 

RHS/Touch_Ch 810/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 1.284 mW/g 

 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1850.2 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1850.2 MHz; σ = 1.345 mho/m; εr = 38.657; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Tilt_Ch 512/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.962 mW/g 
 

RHS/Tilt_Ch 512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 27.099 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.5000 
SAR(1 g) = 0.760 mW/g; SAR(10 g) = 0.389 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.011 mW/g 

  

 
0 dB = 1.010mW/g = 0.09 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.381 mho/m; εr = 38.456; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Tilt_Ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.176 mW/g 
 

RHS/Tilt_Ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 29.484 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.7660 
SAR(1 g) = 0.878 mW/g; SAR(10 g) = 0.439 mW/g 
Maximum value of SAR (measured) = 1.205 mW/g 

  

 
0 dB = 1.200mW/g = 1.58 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.41 mho/m; εr = 38.413; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.51, 7.51, 7.51); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Tilt_Ch 810/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.282 mW/g 
 

RHS/Tilt_Ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 30.587 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.9110 
SAR(1 g) = 0.929 mW/g; SAR(10 g) = 0.452 mW/g 
Maximum value of SAR (measured) = 1.283 mW/g 

  

 
0 dB = 1.280mW/g = 2.14 dB mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1850.2 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1850.2 MHz; σ = 1.491 mho/m; εr = 51.805; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/Voice_ch 512/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.065 mW/g 
 

Rear/Voice_ch 512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 27.090 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.5120 
SAR(1 g) = 0.817 mW/g; SAR(10 g) = 0.453 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.109 mW/g 

  

 
0 dB = 1.110mW/g = 0.91 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/Voice_ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.076 mW/g 
 

Rear/Voice_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 27.124 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.5290 
SAR(1 g) = 0.823 mW/g; SAR(10 g) = 0.454 mW/g 
Maximum value of SAR (measured) = 1.067 mW/g 

  

 
0 dB = 1.070mW/g = 0.59 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.563 mho/m; εr = 51.571; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/Voice_ch 810/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.110 mW/g 
 

Rear/Voice_ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 27.091 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.5720 
SAR(1 g) = 0.829 mW/g; SAR(10 g) = 0.448 mW/g 
Maximum value of SAR (measured) = 1.078 mW/g 

  

 
0 dB = 1.080mW/g = 0.67 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.563 mho/m; εr = 51.571; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/Voice_ch 810 w/Headset/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.163 mW/g 
 

Rear/Voice_ch 810 w/Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.772 V/m; Power Drift = -0.009 dB 
Peak SAR (extrapolated) = 1.6480 
SAR(1 g) = 0.864 mW/g; SAR(10 g) = 0.461 mW/g 
Maximum value of SAR (measured) = 1.127 mW/g 

  

 
0 dB = 1.130mW/g = 1.06 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab A                                                                               Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:8.00018 
 

Rear/Voice_ch 810 w/Headset/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 1.186 mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Front/Voice_ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.824 mW/g 
 

Front/Voice_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 23.572 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 1.1150 
SAR(1 g) = 0.648 mW/g; SAR(10 g) = 0.365 mW/g 
Maximum value of SAR (measured) = 0.811 mW/g 

  

 
0 dB = 0.810mW/g = -1.83 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/Voice_Ch 661/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.578 mW/g 
 

Rear/Voice_Ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 19.667 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.8200 
SAR(1 g) = 0.464 mW/g; SAR(10 g) = 0.264 mW/g 
Maximum value of SAR (measured) = 0.597 mW/g 

  

 
0 dB = 0.600mW/g = -4.44 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018 
 

Rear/Voice_Ch 661/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 0.572 mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/Voice_Ch 661 w/Headset/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.585 mW/g 
 

Rear/Voice_Ch 661 w/Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 19.783 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.8350 
SAR(1 g) = 0.463 mW/g; SAR(10 g) = 0.260 mW/g 
Maximum value of SAR (measured) = 0.608 mW/g 

  

 
0 dB = 0.610mW/g = -4.29 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Front/Voice_Ch 661/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.372 mW/g 
 

Front/Voice_Ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.686 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.5630 
SAR(1 g) = 0.327 mW/g; SAR(10 g) = 0.189 mW/g 
Maximum value of SAR (measured) = 0.412 mW/g 

  

 
0 dB = 0.410mW/g = -7.74 dB mW/g 

 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Primary Antenna) 

Frequency: 1850.2 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1850.2 MHz; σ = 1.491 mho/m; εr = 51.805; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/GPRS 2 slots_ch 512/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.457 mW/g 
 

Rear/GPRS 2 slots_ch 512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 31.786 V/m; Power Drift = -0.19 dB 
Peak SAR (extrapolated) = 1.9930 
SAR(1 g) = 1.13 mW/g; SAR(10 g) = 0.645 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.446 mW/g 

  

 
0 dB = 1.450mW/g = 3.23 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Primary Antenna) 

Frequency: 1850.2 MHz; Duty Cycle: 1:4.00037 
 

Rear/GPRS 2 slots_ch 512 /Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.446 mW/g 

 

 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/GPRS 2 slots_ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.478 mW/g 
 

Rear/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 31.328 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 2.0510 
SAR(1 g) = 1.12 mW/g; SAR(10 g) = 0.621 mW/g 
Maximum value of SAR (measured) = 1.455 mW/g 

  

 
0 dB = 1.460mW/g = 3.29 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Primary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.563 mho/m; εr = 51.571; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/GPRS 2 slots_ch 810/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.367 mW/g 
 

Rear/GPRS 2 slots_ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 29.851 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 1.9970 
SAR(1 g) = 1.08 mW/g; SAR(10 g) = 0.591 mW/g 
Maximum value of SAR (measured) = 1.413 mW/g 

  

 
0 dB = 1.410mW/g = 2.98 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Primary Antenna) 

Frequency: 1850.2 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1850.2 MHz; σ = 1.491 mho/m; εr = 51.805; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Front/GPRS 2 slots_ch 512/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.317 mW/g 
 

Front/GPRS 2 slots_ch 512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 30.219 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.7420 
SAR(1 g) = 1.03 mW/g; SAR(10 g) = 0.593 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.290 mW/g 

  

 
0 dB = 1.290mW/g = 2.21 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Front/GPRS 2 slots_ch 661/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.189 mW/g 
 

Front/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.301 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 1.5410 
SAR(1 g) = 0.907 mW/g; SAR(10 g) = 0.519 mW/g 
Maximum value of SAR (measured) = 1.145 mW/g 

  

 
0 dB = 1.150mW/g = 1.21 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Primary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.563 mho/m; εr = 51.571; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Front/GPRS 2 slots_ch 810/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.160 mW/g 
 

Front/GPRS 2 slots_ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.645 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 1.5250 
SAR(1 g) = 0.879 mW/g; SAR(10 g) = 0.503 mW/g 
Maximum value of SAR (measured) = 1.109 mW/g 

  

 
0 dB = 1.110mW/g = 0.91 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Edge 2/GPRS 2 slots_ch 661/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.905 mW/g 
 

Edge 2/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.595 V/m; Power Drift = -0.0026 dB 
Peak SAR (extrapolated) = 1.1560 
SAR(1 g) = 0.700 mW/g; SAR(10 g) = 0.396 mW/g 
Maximum value of SAR (measured) = 0.894 mW/g 
 

Edge 2/GPRS 2 slots_ch 661/Zoom Scan 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.595 V/m; Power Drift = -0.0026 dB 
Peak SAR (extrapolated) = 0.9130 
SAR(1 g) = 0.556 mW/g; SAR(10 g) = 0.324 mW/g 
Maximum value of SAR (measured) = 0.714 mW/g 

  

 
0 dB = 0.710mW/g = -2.97 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Primary Antenna) 

Frequency: 1850.2 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1850.2 MHz; σ = 1.491 mho/m; εr = 51.805; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Edge 3/GPRS 2 slots_ch 512/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.154 mW/g 
 

Edge 3/GPRS 2 slots_ch 512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.711 V/m; Power Drift = 0.18 dB 
Peak SAR (extrapolated) = 1.6990 
SAR(1 g) = 1 mW/g; SAR(10 g) = 0.536 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.307 mW/g 

  

 
0 dB = 1.310mW/g = 2.35 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Edge 3/GPRS 2 slots_ch 661/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.050 mW/g 
 

Edge 3/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.912 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 1.6130 
SAR(1 g) = 0.946 mW/g; SAR(10 g) = 0.500 mW/g 
Maximum value of SAR (measured) = 1.233 mW/g 

  

 
0 dB = 1.230mW/g = 1.80 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Primary Antenna) 

Frequency: 1909.8 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.563 mho/m; εr = 51.571; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Edge 3/GPRS 2 slots_ch 810/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.177 mW/g 
 

Edge 3/GPRS 2 slots_ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.307 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 1.7770 
SAR(1 g) = 1.02 mW/g; SAR(10 g) = 0.534 mW/g 
Maximum value of SAR (measured) = 1.322 mW/g 

  

 
0 dB = 1.320mW/g = 2.41 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Primary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Edge 4/GPRS 2 slots_ch 661/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.122 mW/g 
 

Edge 4/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 8.934 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.1710 
SAR(1 g) = 0.102 mW/g; SAR(10 g) = 0.059 mW/g 
Maximum value of SAR (measured) = 0.130 mW/g 
 

Edge 4/GPRS 2 slots_ch 661/Zoom Scan 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 8.934 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.1300 
SAR(1 g) = 0.077 mW/g; SAR(10 g) = 0.045 mW/g 
Maximum value of SAR (measured) = 0.098 mW/g 

  

 
0 dB = 0.100mW/g = -20.00 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Rear/GPRS 2 slots_ch 661/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.855 mW/g 
 

Rear/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 23.969 V/m; Power Drift = 0.0034 dB 
Peak SAR (extrapolated) = 1.2180 
SAR(1 g) = 0.700 mW/g; SAR(10 g) = 0.404 mW/g 
Maximum value of SAR (measured) = 0.880 mW/g 

  

 
0 dB = 0.880mW/g = -1.11 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037 
 

Rear/GPRS 2 slots_ch 661/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Maximum value of SAR (measured) = 0.841 mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Front/GPRS 2 slots_ch 661/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.595 mW/g 
 

Front/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 20.033 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 0.8360 
SAR(1 g) = 0.501 mW/g; SAR(10 g) = 0.292 mW/g 
Maximum value of SAR (measured) = 0.632 mW/g 

  

 
0 dB = 0.630mW/g = -4.01 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/26/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Edge 1/GPRS 2 slots_ch 661/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.495 mW/g 
 

Edge 1/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.348 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.7440 
SAR(1 g) = 0.402 mW/g; SAR(10 g) = 0.194 mW/g 
Maximum value of SAR (measured) = 0.542 mW/g 

  

 
0 dB = 0.540mW/g = -5.35 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Edge 2/GPRS 2 slots_ch 661/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.168 mW/g 
 

Edge 2/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 11.001 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.2440 
SAR(1 g) = 0.148 mW/g; SAR(10 g) = 0.085 mW/g 
Maximum value of SAR (measured) = 0.189 mW/g 
 

Edge 2/GPRS 2 slots_ch 661/Zoom Scan 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 11.001 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.2280 
SAR(1 g) = 0.134 mW/g; SAR(10 g) = 0.075 mW/g 
Maximum value of SAR (measured) = 0.173 mW/g 

  

 
0 dB = 0.170mW/g = -15.39 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM1900 (Secondary Antenna) 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.52 mho/m; εr = 51.665; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.04, 7.04, 7.04); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1120 
 

Edge 4/GPRS 2 slots_ch 661/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.486 mW/g 
 

Edge 4/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.176 V/m; Power Drift = 0.0085 dB 
Peak SAR (extrapolated) = 0.7040 
SAR(1 g) = 0.423 mW/g; SAR(10 g) = 0.239 mW/g 
Maximum value of SAR (measured) = 0.544 mW/g 
 

Edge 4/GPRS 2 slots_ch 661/Zoom Scan 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.176 V/m; Power Drift = 0.0085 dB 
Peak SAR (extrapolated) = 0.5570 
SAR(1 g) = 0.341 mW/g; SAR(10 g) = 0.197 mW/g 
Maximum value of SAR (measured) = 0.436 mW/g 

  

 
0 dB = 0.440mW/g = -7.13 dB mW/g 
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